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SMK 2.92mm InterfaceMating Dimensions (PerMIL-STD-348)
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The “SF” suffix in the part number designates passivated stainless finish ; all others are gold finish
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SMK 2.92mm Specifications
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The “SF” suffix in the part number designates passivated stainless finish ; all others are gold finish
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SMK 2.92mm Cable Connectors Semi-Rigid/Semi-Flex
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200-1CC
SMK 2.92mm female
bulkhead straight to
Semi-Rigid cable

201-1CC
SMK (2.92mm) male
straight to semi-
retractable coupling
nut

Tensolit e Part No. Cable type
200-1CC .141
200-1CCSF .141
200-2CC .085
200-2CCSF .085
200-3CCSF .141
200-4CC .118
200-4CCSF .118

Tensol ite Part No. Cable type
201-1CC .141Semi-rigid cable
201-1CCSF .141Semi-rigid cable
200-2CC .085 Semi-Rigid
200-2CCSF .085 Semi-Rigid
200-3CC .141 Low loss cable
200-3CCSF .141 Low loss cable
200-4CC .116 Low loss cable
200-4CCSF .116 Low loss cable

Center conductor is captivated.
Standard finish is passivated.

Center conductor is captivated.
Standard finish is passivated.



SMK 2.92mm Field Replacable Connectors
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230CC
SMK 2.92mm female 4
hole flange (.500 SQ)
mount field replaceable

231CC
SMK 2.92mm female 2
hole flange (.223 X
.625) mount straight
field replaceable

229CC
SMK 2.92mmmale 4
hole flange (.500 SQ)
mount straight field
replaceable

Tensolit e Part No. (ø A)
230CC .0120
230CCSF .0120

Tensolit e Part No. (ø A)
231CC .0120
231CCSF .0120

Tensol ite Part No. (ø A)
229CC .0120
229CCSF .0120

Center conductor is captivated.
Standard finish is passivated.

Center conductor is captivated.
Standard finish is passivated.

Center conductor is captivated.
Standard finish is passivated.



SMK 2.92mm Flange Mount
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SMK 2.92mm Panel Mount Connectors

SMK 2.92mm Spark Plug

227CC
SMK 2.92mm female radius right
angle 4 hole flange (.500 SQ)
mount to straight termination

228CC
SMK 2.92mmmale radius
right angle 4 hole flange
(.500 SQ) mount to
straight termination

219CC
Male 2 hole flange
mount, field
replaceable

240CC
SMK 2.92mm female straight
bulkhead feedthrough, field
replaceable

Center conductor is captivated.
Standard units are gold finish.

Center conductor is captivated.
Standard units are gold finish.

Center conductor is captivated.
Standard units are gold finish.

Center conductor is captivated.
Standard units are gold finish.



SMK 2.92mm In-series adapters
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The “SF” suffix in the part number designates passivated stainless finish ; all others are gold finish
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220CC
Right Angle, MA/MA
In-Series Adapter

221CC
Right Angle, FE/MA
In-Series Adapter

222CC
Right Angle, FE/FE
In-Series Adapter

223CC
Straight MA/MA
In-Series Adapter

Center conductor is captivated.
Standard units are gold finish.

Center conductor is captivated.
Standard units are gold finish.

Center conductor is captivated.
Standard units are gold finish.

Center conductor is captivated.
Standard units are gold finish.



SMK 2.92mm Straight adapters
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The “SF” suffix in the part number designates passivated stainless finish ; all others are gold finish
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224CC
SMK 2.92mm female to
female straight adapter

225CC
SMK 2.92mm female to
male straight adapter

226CC
SMK 2.92mm female to
female bulkhead straight
adapter

Center conductor is captivated.
Standard units are gold finish.

Center conductor is captivated.
Standard units are gold finish.

Center conductor is captivated.
Standard units are gold finish.


