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FEMAL SMA LOADTHESE DRAWNGS AND SPECIFICATIONS ARE 
THE PROPERTY OF XMA CORP /  OMNI 

SPECTRA AND SHALL NOT BE REPRODUCED, 
COPIED NOR USED - IN WHOLE OR IN PART - 
AS A BASIS FOR THE DESIGN,MANUFACTURE 

OR SALE OF OTHER ITEMS WITHOUT THE 
EXPRESS WRITTEN PERMISSION OF XMA 
CORP.  CUSTOMERS AND VANDORS MAY 

COPY FOR INTERNAL REVIEW/USE AS NEEDED

.X" .03" [.76]

.XX" .010" [.25]

.XXX" .005 [.127]

.XXXX" .0005" [.013]
ANGLES    ±0°30'
REMOVE ALL BURRS/SHARP W/ 
BREAK / R OF  .003" TO .0005" 
UNLESS OTHERWISE NOTED
DIAS CONCENTRIC <.003 T.I.R.

SPECIFICATIONS

ELECTRICAL

FREQUENCY RANGE DC TO 18 GHz

VSWR (MAX) DC-4 GHz 1.05
4-12.4 GHz 1.15
12.4-18 GHz 1.15

POWER__(AVG.)___ 1 WATT*
       (PEAK)            500 WATTS**

* POWER DERATES LINEARLY FROM 100% @25°C TO 10% @ 1 25°C

++ @ 5 µSec PULSE W, & 0.05% DUTY CYCLE

IMPEDANCE 50 OHMS

TEMP RANGE (OPERATING) -65 TO +125°C
 (STORAGE) -65 TO +150°C

GENERAL REQUIREMENTS, MATERIALS AND PLATING WILL COMPLY 
WITH MIL-DTL-39090 FOR DUMMY LOADS

1. MATERIALS:
Outer Conductor -Stainless Steel Non Magnetic

ASTM A484 & A582, Class 303, COND. A.
Center Conductor --- Beryllium Copper per

ASTM B196 & B197 1/2 Hard.
  Dielectric --- Teflon per ASTM D1710.

2. Finish 
Center Conductor

GOLD PLATED per ASTM-B488 AND MIL-PRF-39012

Outer Conductor
>SUFFIX: "-02"  PASSIVATED per ASTM A380.
>SUFFIX: "-00"  GOLD PLATED per ASTM-B488 AND 

MIL-PRF-39012


